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Spécifications/ Specifications

Systeme/
System

Ecran/
Display

Interface

Dimensions

Options

Processeur/
Processor

Graphique/ Graphic
Mérmoire/ Memory
Stockage/ Storage
oS
Audio
Ecran/Screen

Resolution

Luminosité/
Brighthess

Tactile/ Touch

Ports systéme
System ports

Rear port Arriére

Imprimante
Printer

Kiosque/ Body
Support/ Stand

Lecteur carte MSR
MSR Card reader

L'ecteur optique
2D Scanner

Intel Celeron J1900 (ZM Cache, 2.0 GHz)
Intel Core i3 (3M Cache, 2.4 GHz) Intel Core i7 (4M Cache, 2.7 GHz)

Intel HD

2GB (up to 8GB) DDR3L

2,5” SSD ou/or HDD
POSReady 7, Windows 10 loT
Stereo 4W x 2

21.5” FHD LCD

1920 X 1080

250~300 cd/m?
Projectif/ capacitif PCAP

1x DV-12V 4 pin, 1x DC-12V 2 pin, 1x VGA, 1x PS/2,
1x Ethernet, 3x USB 2.0, 1x USB 3.0, 3x Serial, 1x Audio jack

Partagé avec port carte-mére/ shared with M/B system port
USB x 1 (2.0), Serial x 2 (RJ50), LAN x 1 (RJ45)

Thermique 3" Thermal
Max 200mm/sec., 80mm rouleau/roll

330mm x 736mm X 313mm
400mm x 898mm x 420mm

MSR, Track 123
2D
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