Control Plus

This liguor control device is the most
complete single station solution available
today bar none. The basic out of the box
version allows the RFID application to monitor
256 different specific brands of liquor and four
programmable portions per brand.

Gctupu s IP Accessories Eight possible price or pertion changes daily.

Programmable features such as start-up,
shutdown, reboot etc. As part of the complete
management system the Octopus also
manages draft beer in both flow meter or
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Robust Casing Secwre Al your lnventary

Flush front face

Octopus IP Features:

= 256 Specific Brands
= 4 Individeally Programabile Portions. (Beer + Spirlts)
= 8 Programmabie Price or Portions changes per day
= Maonitors up to six beerdines [Digitaily)

in portions or total O served.
= Free programing software.

Functionality :

= High Powered Activator

= Sturdy water resistant metal case

« Flush faceplate (Ultra Resistant)

= Conne sty includes USE, R5-232 Ethemet

= Compatible with Cash Registers, POS, Printers
or Compinters.,

Available Options :

= TCP /1P Network Card. [PO5_PC)

= USE Bluetooth (P05, ECR, PRINTER, PC)

= USE Wireless spout interface

= USE Keyboard [Programming)

= USE Memory Dongle {Upgrade, Badkup)

= Up to 16 Indhvidpal Servers (Dallas Key)

= Octopus 16 Tap Monitor

= Octopus § Auvtomatic Tap Contral

= Octopus 14 Brand Soda Control

= Interfacable Bewcon Liguor + Soda Guns

+ Automustic Beer Head Conmnectivity 8, 16,32
= Upgrade to 16, 32, 48 or 64 additional beer lines

Connectors:
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Heat Shrink Security Seafs Regular Security Seals
SPECIFICATIONS :
DIMENSIONS: 200" 228.6mm) WIDE

2.26"(57.41mm) HIGH
£.00"(152.4mm) DEEP

WEIGHT : 22016 1.45 kg)
POWER SOURCE : 24V DC
POWER CONSUMPTION:  2.3A MAX 55W
EXTERNAL POWER SUPPLY:  100-240VAC, S0/60Hz 1.5A4 MAX
WORKING TEMPERATURE: | 32°FTO 104°F [0°C TO 40°C)
NUMBER OF BRANDS: 256
SPOUTS TYPE: RFID CHIP
NUMBER OF SPOUTS CODES:  UNLIMITED
PORTION SIZE: 1/8 TO 10 QUNCES (4 TO 295mi)
NUMBER OF PORTION SIZES:  FOUR/CODEPRICELEVEL (PRESE TABLE)
NUMBER OF PRICELEVEL: B (MANUAL OR AUTOMATIC)
LCD SCREEN: CHARACTER LCD 2X16
DISPLAY LANGUAGE: ENGLISH/ FRENCH/ SPANISH/ POR TU GUESE
INTERFACE CAPABILITIES: ~  +SALES TERMINAL (POS) SERIAL R5232
-ELECTRONIC CASH REGISTER [ECR)
- SERIAL RS232
- PRINTER SERIAL RS232
- BACK DFFICE (PC) SERIAL R5232
CONTACT YOUR DEALER :




