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FEATURRES DESCRIPTION
Model Name Optimus
CPU - Intel® Celeron® |1900 (2.0 GHz) quad-core processor / fanless
Dimensions - 414 x 2571 % 361 mm (W x D x H}
Weight . 24 kg
Power Adaptor | Input: 100-240V, S0/60Hz, 1,54

Qutput: 12V, 5.04
Power button Push button type, on the lower-right side of the rear
Memory 2 GB standard DDR3L 1600 MT/s, Socket 1 x SODIMM (up to 8 GB)
Storage | M.255D64

2.5-inch SATAZ 320 GB HDD or &4 GB/128 GB 55D (optional)
Display . 154nch, 1024 x 768 pixels
Touch Panel 10 points projective capacitive touch
Emvironment - Operating Temperature: 0°C to 60°C

Storage Temperature: -20°C to 80°C
Operating Humidity: 20% to 90%
storage Humidity: 10% to 90%

Speaker - Tx1TW

LISE B ea (UsB 2.0, rear x 4, back ¥ 23, 4 ea (internal, reserved for MSH,
SCR, i-Button, and touch controdler)

Power 12V DC-IN {4 pins connector),
12V DC-OUT ({for the second display)

05 {optronal} Windows 7, 10, POSReadyT, Windows 10 IoT Entry

Card Reader (optional) [SOMIECTET 3 Track Reading

VFD (optional) 20x 2 Line VFD

LCD Customer Display (optional) | 9.7° TFT LCD (1024 x 768)
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